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ORDINANCE 2005 -003 


AN ORDINANCE OF THE BOARD OF COUNTY COMMISSIONERS OF PALM 
BEACH COUNTY, FLORIDA, SITTING AS THE ENVIRONMENTAL CONTROL 
BOARD, AMENDING ARTICLE 15 OF THE UNIFIED LAND DEVELOPMENT 
CODE, ORDINANCE 03-068, AS FOLLOWS: TO AMEND ARTICLE 15 — 
HEALTH REGULATIONS; CHAPTER A — (ENVIRONMENTAL CONTROL RULE 
1) - ONSITE SEWAGE TREATMENT AND DISPOSAL SYSTEMS (OSTDS); 
CHAPTER B — (ENVIRONMENTAL CONTROL RULE II) — DRINKING WATER 
SUPPLY SYSTEMS; PROVIDING FOR INTERPRETATION OF CAPTIONS; 
REPEAL OF LAWS IN CONFLICT; SEVERABILITY; A SAVINGS CLAUSE; 
INCLUSION IN THE UNIFIED LAND DEVELOPMENT CODE; AND AN 
EFFECTIVE DATE. 

WHEREAS, the Palm Beach County Environmental Control Act, Chapter 77- 
616, Laws of Florida, as amended, authorized the Palm Beach County Board of 
County Commissioners to sit as the Palm Beach County Environmental Control 
Board to adopt, amend, or repeal various Environmental Control Rules; and 

WHEREAS, pursuant to Section 163.3202, Florida Statutes, the Board of 
County Commissioners sitting as the Environmental Control Board codified these 
rules into the Unified Land Development Code, Ordinance 2003-068, as 
amended from time to time; and 

WHEREAS, the BCC desires to further amend the ULDC, based upon public 
participation and advice from the Palm Beach County Land Development 
Regulation Advisory Board; and 

WHEREAS, the BCC has determined that the proposed amendments further 
a legitimate public purpose; and 

WHEREAS, the Land Development Regulation Commission has found these 
amendments to the ULDC to be consistent with the Palm Beach County 
Comprehensive Plan; and 

WHEREAS, the BCC hereby elects to conduct its public hearings on this 
Ordinance at 9:30 a.m.; and 

WHEREAS, the BCC has conducted public hearings to consider these 
amendments to the ULDC in a manner consistent with the requirements set forth 
in Section 125.66, Florida Statutes, and the Palm Beach County Environmental 
Control Act. 

NOW, THEREFORE, BE IT ORDAINED BY THE BOARD OF COUNTY 


COMMISSIONERS OF PALM BEACH COUNTY, FLORIDA, as follows: 
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Section |. Adoption 


The amendments set forth in the Exhibit A, attached hereto and made a part 
hereof, are hereby adopted. 
Section 2. Interpretation of Captions 
All headings of articles, sections, paragraphs, and sub-paragraphs used in 
this Ordinance are intended for the convenience of usage only and have no 
effect on interpretation. 
Section 3. Providing for Repeal of Laws in Conflict 
All local laws and ordinances in conflict with any provisions of this Ordinance 
are hereby repealed to the extent of such conflict. 
Section 4. Providing for a Savings Clause 
All development orders, permits, enforcement orders, ongoing enforcement 
actions, and all other actions of the Board of County Commissioners, the 
Environmental Control Hearing Board, the Environmental Appeals Board, all 
other County and Health Department decision-making and advisory boards, 
Special Masters, Hearing Officers, and all other County and Health Department 
officials, issued pursuant to the procedures established prior to the effective date 
of this Ordinance shall remain in full force and effect. 
Section 5. Severability 
If any section, paragraph, sentence, clause, phrase, word, map, diagram, or 
any other item contained in this Ordinance is for any reason held by the Court to 
be unconstitutional, inoperative, void, or otherwise invalid, such holding shall not 
affect the remainder of this Ordinance. 
Section 6. Inclusion in the Unified Land Development Code 
The provisions of this Ordinance shall be codified in the Unified Land 
Development Code and may be reorganized, renumbered or relettered to 
effectuate the codification of this Ordinance. 
Section 7. Providing for an Effective Date 
The provisions of this Ordinance shall become effective upon the effective 


upon filing with the Department of State. 
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APPROVED and ADOPTED by the Board of County Commissioners of 


Palm Beach County, Florida, sitting as the Environmental Control Board on this 


the Ist day of February „20 05 

SHARON R. BOCK, CLERK & PALM BEACH COUNTY, FLORIDA, 

COMPTROLLER ONT YS BY ITS BOARD OF COUNTY 
coe Oh, COMMISSIONERS 


= 


man 
APPROVED AS TO FORM AND 
LEGAL SUFFICIENCY 


By: 
County ney 
EFFECTIVE DATE: Filed with the Department of State on the 8th __ day 
of February ,2095 . 
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EXHIBIT A 
HEALTH REGULATIONS 
PART 1. Unified Land Development Code of Palm Beach County (ULDC), 


Article 15.A.5.D, Application Data for an OSTDS: Single Lot or Parcel 
(page 7 of 28), is amended as follows: 


CHAPTER A (ENVIRONMENTAL CONTROL RULE !) - ONSITE SEWAGE 
TREATMENT AND DISPOSAL SYSTEMS (OSTDS) 


Section 5 Application Data for an OSTDS: Single Lot or Parcel 


D. If the application is for a lot that is exempt under Art.15.A.7.E, Exemptions of this 
Article, documentation shall be submitted to substantiate the existence of the lot 
prior to January 1, 1972. Documentation shall be: 
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PART 2. ULDC, Article 15.A.7.A, Approval Standards: OSTDS (page 7 of 28), 
is amended as follows: 


CHAPTER A (ENVIRONMENTAL CONTROL RULE 1!) - ONSITE SEWAGE 
TREATMENT AND DISPOSAL SYSTEMS (OSTDS) 


Section 7 Approval Standards: OSTDS 


A. The lot, unless exempt under Art. 15.A.7.E, Exemptions of this Article, shall have 
a minimum net usable land area of: 


PART 3. ULDC, Article 15.A.7.C, Approval Standards: OSTDS (page 7 of 28), 
is amended as follows: 


CHAPTER A (ENVIRONMENTAL CONTROL RULE !) - ONSITE SEWAGE 
TREATMENT AND DISPOSAL SYSTEMS (OSTDS) 


Section 7 Approval Standards: OSTDS 


C. Systems shall be placed no closer than the minimum distances required under 
Rule 64E-6, F.A.C. except for lots addressed under Art. 15.A.7.G, Standards of 
this Article; 


PART 4. ULDC, Article 15.A.7.E, Approval Standards: OSTDS, (page 7 of 28), 
is amended as follows: 


CHAPTER A (ENVIRONMENTAL CONTROL RULE 1I) - ONSITE SEWAGE 
TREATMENT AND DISPOSAL SYSTEMS (OSTDS) 


Section 7 Approval Standards: OSTDS 


E. Parcels or tracts of land for which documentation has been submitted in 
accordance with Art. 15.A.5.D, Becumentation of this Article, to substantiate 
existence prior to January 1, 1972 shall be exempt from the lot size requirements 
of Art. 15.A.7.A, Approval Standards of this Article, as long as a conditional use 
has not been granted or a change in zoning has not been made; provided, 


Underlined lanquage indicates proposed new language. 

Language eressed-out indicates language proposed to be deleted. 

... (ellipses) indicates language not amended which has been omitted to save space. 
Relocated language is shown as italicized with reference in parenthesis. 
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however, that neither a zoning change which does not increase the permitted 
residential density of units on the parcels or tracts nor a zoning change initiated 
by action of PBC shall be deemed to divest the parcels or tracts of the exemption 
provided hereby. 
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PART 5. ULDC, Article 15.A.7.G, Approval Standards: OSTDS (page 7 of 28), 
is amended as follows: 


CHAPTER A (ENVIRONMENTAL CONTROL RULE I!) - ONSITE SEWAGE 
TREATMENT AND DISPOSAL SYSTEMS (OSTDS) 


Section 7 Approval Standards: OSTDS 


G. The following standards shall apply when the soil profile, as required under 
Art.15.A.5.A.4, Application—Datateor-on—OSTDS of this Article, shows the 
presence of hardpan or bedrock or of soils classified as sandy clay loam, clay 
loam, silty clay loam, sandy clay, silty clay, clay and organic soils. The PBC Soil 
Survey prepared by the USDA Soil Conservation Service or other available data 
may be used by the Department to determine the presence of the above noted 
soils. 


PART 6. ULDC, Article 15.A.13.B, Appeals (page 9 of 28), is amended as 
follows: 


CHAPTER A (ENVIRONMENTAL CONTROL RULE 1!) - ONSITE SEWAGE 
TREATMENT AND DISPOSAL SYSTEMS (OSTDS) 


Section13 Appeals 


B. Each notice of appeal shall state the factual basis for the appeal and the relief 
requested. There shall be attached to each notice supportive materials and 
documents, including the information listed in Appendix 3 5.C, ECR l- Information 
Required for an Appeal for an Individual Lot, or Appendix 4 5.D, ECR ll- 
Information for an Appeal for a Subdivision, if applicable to the appeal. The EAB 
may require such additional information, as it deems necessary. A separate 
notice of appeal must be filed for each site or system considered for an appeal. 
Required supporting documentation for the appeal must be filed with the 
Department of Environmental Control Office with the notice of appeal. The 
burden of presenting supportive facts in the notice of appeal shall be the 
responsibility of the person filing the appeal. The person filing the appeal shall 
have the burden of proving that he/she is entitled to relief. The Department shall 
defend all appeals before the EAB. 


PART 7. ULDC, Article 15.B.2.A, Definitions (page 15 and 16 of 28), is 
amended as follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE II) - DRINKING WATER SUPPLY 
SYSTEMS 


Section 2 Definitions 


Underlined lanquage indicates proposed new language. 

Language eressed-out indicates language proposed to be deleted. 

... (ellipses) indicates language not amended which has been omitted to save space. 
Relocated language is shown as italicized with reference in parenthesis. 
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Consecutive Water System — for the purposes of Art. 15, a water supply system 
which purchases all or some of its water supply from one or more public water 


systems, and which provides water to serves at least 15 service connections 
used by year round residents; or which regularly serves an average of at least 25 


individuals daily at least 60 days out of the year round-residents-which-+eceives 
G2. 26H rA-2-GOm ARR owoler sysiona, 


Supplier of Water — for the purposes of Art. 15, any person, company, or 
corporation that owns or operates a community, non-transient_non-community, 
transient non-community, limited use, multi-family, or private water system; also 
applies to consecutive water systems. 


Surface Water — for the purposes of Art. 15, a seise source of water existing 
above the surface of the ground and exposed to the atmosphere. 


PART 8. ULDC, Article 15.B.5, Water Monitoring Requirements (page 16 of 


28), is amended as follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE Il) - DRINKING WATER SUPPLY 


SYSTEMS 


Section 5 Water Monitoring Requirements 


A. Monitoring requirements for the supplier of water shall be per Chapter 62-550, 
F.A.C. for community, non-transient_non-community, and_transient_non- 
community public water supply systems and per 84E- 8 for limited use water 


B. Community and non-transient non-community water systems shall monitor for 


the following from each raw water source or well semi annually: 
Calcium, Ca 

Chloride, Cl 

Color 

Iron, Fe 

Nitrate, NO3 


Underlined lanquage indicates proposed new language. 
Language eressed-out indicates language proposed to be deleted. 

. (ellipses) indicates language not amended which has been omitted to save space. 
Relocated language is shown as italicized with reference in parenthesis. 
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pH (Field) 

Total dissolved solids 
Conductivity 

Total hardness, as CaCO3 
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PART 9. ULDC, Article 15.B.6, Reporting Requirements (page 17 of 28), is 
amended as follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE Il) - DRINKING WATER SUPPLY 
SYSTEMS 


Section 6 Reporting Requirements 


The supplier of water of any community, non-transient non-community, or AeA-transient 
non-community water supply system shall comply with the reporting requirements as 
specified in Chapter 62-550, F.A.C. The supplier of water of any limited use water 


supply system shall comply with the reporting requirements as specified in Chapter 64E- 
8, F.A.C. 
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PART 10. ULDC, Article 15.B.7.D, [Related to Notification Requirements] 
(page 17 of 28), is amended as follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE Il) - DRINKING WATER SUPPLY 
SYSTEMS 


Section 7 Notification Requirements 


D. lf any of the conditions listed in Article 15, Chapter B, paragraph 7.C., or in the 
Department of Health’s “Guidelines for the Issuance of Precautionary Boil Water 
Notices” as adopted in Rule 62-555.335, F.A.C. should occur, the water supplier 
is required to obtain two consecutive days of satisfactory bacteriological sample 
results from the affected area. Notification of the interruption of water service 
and/or the necessity to boil water shall be given immediately to the users either 
by written notice (ex. door hangers, flyers, locally posted signs), a reverse 911 
calling system through the media of newspaper, radio, or television, or a 
combination of these methods as needed to properly contact the service 
population. The notice to boil water shall remain in effect until at least one day of 
satisfactory bacteriological sample results have been obtained from the affected 
area, and after consultation and approval of the Health Department. If only one 
day of precautionary boil water is utilized, then sufficient_evidence must be 
provided to the Department to confirm that no contamination has occurred, ex. 
extensive bacteriological test data, system pressure data, detailed explanation of 
repair process to confirm lack of potential for contamination, etc. If unsatisfactory 
bacteriological levels are detected following the one day initial sampling, or if the 
system cannot adequately justify to the Department that no contamination has 
ET then the water system shall provide a minimum of two consecutive 

cays of satisfactory sample results -prior to rescinding the boil notice Hewes 
a A À Q 


Underlined language indicates proposed new language. 

Language eressed-out indicates language proposed to be deleted. 

.. (ellipses) indicates language not amended which has been omitted to save space. 
Relocated language is shown as italicized with reference in parenthesis. 
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Department shall notify the water supplier when the boil water notice may be 
rescinded. 


PART 11. 


*k*x* 


ULDC, Art.15.B.8.A, Design Criteria (page 18 of 28), is amended as 
follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE II) - DRINKING WATER SUPPLY 


Section 8 


SYSTEMS 


Construction and Design Requirements 


A. Design Criteria 


2. 


17. 


19. 


A minimum of two drinking water supply wells and pumps shall be provided 
for each community water system that will serve 350 or more persons or 150 
or more service connections upon completion of construction. 


For private and muttisle multi-family water wells and_irrigation_wells the 


casing shall be surrounded at grade level by a two-inch thick concrete pad 
extending at least six inches in all directions and the upper terminus of the 
well casing shall project at least 12 inches above finished grade. 


Private and multi-family water wells shall be placed a minimum distance of: 


a. 75 feet from any OSTDS or brine disposal area. 

ab. 50 feet from any non-potable water well, pond, canal or other body of 
water. 

bc. 25 feet from poisoned soils, including but not limited to building 
foundations. This distance may be reduced to 15 feet for wells having the 
uppermost 20 feet of casing grouted with a minimum 2 inch thickness of 
cement grout. 


All existing community systems serving 350 or more persons and all newly 
proposed community systems shall be equipped with a source of auxiliary 
power to allow operation of the raw water supply, water treatment units and 
pumping capacity. In addition, such systems shall be provided with automatic 
start up devices except where elevated storage or 24 hour per day, seven 
day per week operation is provided. Such emergency power shall be of a 
sufficient capacity to operate the water supply facility at one-Ralt average 
daily design capacity. A minimum fuel supply for 14 days of continuous 
operation for each item of auxiliary power shall be maintained at the water 
treatment plant or under the control of the utility and reserved for the water 
treatment plant. Any fuel pumps required to transfer the fuel to the auxiliary 
power units shall be equipped with their own auxiliary power or manual 
pumping system. 


Disinfection 

All public water systems shall be designed to maintain a minimum continuous 
and effective free chlorine residual within the acceptable range of 3-0 4.0 mg/l 
maximum and 0.2 mg/l minimum or equivalent disinfection if other than free 
chlorine is used as the disinfection measure throughout the system. When 
utilizing chlorine in combination with ammonia, a minimum combined residual 
of 0.6 mg/l shall be maintained. 


Underlined lanquage indicates proposed new language. 

Language eressed-out indicates language proposed to be deleted. 

... (ellipses) indicates language not amended which has been omitted to save space. 
Relocated language is shown as italicized with reference in parenthesis. 


Page -8 - 


OONDOOARWND — 


PART 12. 


EXHIBIT A 


HEALTH REGULATIONS 


ULDC, Article15.B.11.B, Constructions Permits (page 21 of 28), is 
amended as follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE II) - DRINKING WATER SUPPLY 


Section 11 


SYSTEMS 


Permits/Approvals 


B. Construction Permits 


LP 


6. 


PART 13. 


No person shall install, extend or alter any water supply system or facility 
including any well, plant, tank, pump station, distribution system, fire line or 
other pipe or structures without first obtaining a construction permit or written 
approval from the Department. 


A_construction permit shall be required for all extensions, relocations, or 
replacements of distribution lines exceeding 100 feet in length at_any single 
location, service connections exceeding 100 feet in length with two inch or 
larger pipe serving commercial or institutional establishments, and where 
privately owned or maintained fire hydrants are proposed. 


Distribution lines and service connections permitted by the department shall 
be reviewed to determine that the proposed construction complies with 


applicable design and construction standards of Chapter 62-550 and 62-555, 
F.A.C. and this Article. 


7. Any extension of a distribution system within PBC for which the water supply 


facility is not located within PBC, or distribution extension outside PBC when 
the water supply facility is located within PBC, shall require a permit from the 
Department and written acceptance of the project from the responsible 


n outside the PBG, SF AEE AE E E 


ULDC, Article15.B.11.C, Approval for Use (page 22 of 28), is 
amended as follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE Il) - DRINKING WATER SUPPLY 


Section 11 


SYSTEMS 


Permits/Approvals 


C. Approval for Use 


6. 


The connection of new sewer mains to existing mains .... 


c. For a limited use water well clearance, a minimum of five acceptable 
samples are required. The collection and analysis of two samples per 
day fertive-days is permitted if the samples are taken a minimum of six 
hours apart and the well is purged for 15 minutes before each sample is 
taken. 


Underlined lanquage indicates proposed new language. 

Language eressed-out indicates language proposed to be deleted. 

.. (ellipses) indicates language not amended which has been omitted to save space. 
Relocated language is shown as italicized with reference in parenthesis. 
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f. Sample results from any water supply facility or well hall not be accepted 
if more than 30 60 days has elapsed since the taking of the last sample. 


xe 


PART 14. ULDC, Article15.B.13, Operation and Maintenance (page 23 of 28), is 


amended as follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE Il) - DRINKING WATER SUPPLY 


SYSTEMS 


Section 13 Operation and Maintenance 


B. l The supplier of water shall provide a certified operator as specified in Chapter 


62-699 692, F.A.C. as it may be amended or transferred. 


D. The supplier of water shall operate the water supply facility to maintain 


continuously the free available chlorine residual or equivalent disinfection 
between 3-0 4.0 mg/l and 0.2 mg/l throughout the distribution system, and the 
total chlorine residual no greater than 5.0 mg/l. When utilizing chlorine in 
combination with ammonia, a minimum combined residual 0.6 mg/l shall be 
maintained. 
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PART 15. ULDC, Article 15.B.17, Appeals (page 24 of 28), is amended as 


follows: 


CHAPTER B (ENVIRONMENTAL CONTROL RULE II) - DRINKING WATER SUPPLY 


SYSTEMS 


Section 17 Appeals 


A. Persons aggrieved by a requirement, interpretation or determination of Art. 


15.B.8 9, Construction and Design Requirements Gennection Required, and Art. 
15.B.9 +9, Connection Required BackfleowPreventien, made by the Department 


or the ECO may appeal to the EAB by filing a written notice of appeal, with the 
ECO within 30 days from the determination to be appealed. The notice shall be 
accompanied by a certified check or money order, in the amount of $100.00 
made payable to the Department which shall be non-refundable, to defray the 
cost of processing and administering the appeal. Only those appeals requesting 
relief from setbacks under Art. 15.B.8 9, Construction and Design Requirements 
Goennection-Required, or requesting an exception from connection to a public or 
investor-owned community water supply under Art. 15.B.9 +8, Connection 
Required BacktlowPrevention, shall be filed. 


. Each notice of appeal shall state the factual basis for the appeal and the relief 


requested. There shall be attached to each notice supportive materials and 
documents, including a site plan indicating proposed and existing individual 
sewage disposal systems and water wells on the property that is the subject of 
the appeal and all other systems and conditions on neighboring properties which 
could affect the requirements of Art. 15.B.8, Construction and Design 
Requirements, or Art. 15.B.9, Connection Required, if the appeals were granted. 
The EAB may require such additional information as it deems necessary. A 
separate notice of appeal must be filed for each site or system considered for an 
appeal. Required supporting documentation for the appeal must be filed with the 
Department or ef ECO with the notice of appeal. The burden of presenting 
supporting facts in the notice of appeal shall be the responsibility of the person 
filing the appeal. The person filing the appeal shall have the burden of proving 


Underlined lanquage indicates proposed new language. 

Language eressed-out indicates language proposed to be deleted. 

... (ellipses) indicates language not amended which has been omitted to save space. 
Relocated language is shown as italicized with reference in parenthesis. 
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that he/she is entitled to relief. The Department and/or ECO shall defend all 
appeals before the EAB. 


. In order to grant an appeal authorizing a new or existing OSTDS well for use in 


ter lieu of connecting to a public or investor-owned community water supply, the 

EAB must find that: 

1. Satisfactory ground water is available or can be obtained; and 

2. The OSFDS well complies with all setbacks, construction standards and other 
requirements of this Article; and Chapters 62; 62-550, 62-555, 62-532, 64E-6, 
and 64E-8, F.A.C., and 

In order to grant relief from Art. 15.B.8 8, Construction and Design Requirements 

ied, and/or Art. 15.B.9 10, Connection Required Backflow 
Prevention, the EAB must find that: 


. Except where the relief granted is to exempt an applicant from the requirement to 
connect to a community water supply under Art. 15.B.9, Connection Required, 


any relief granted shall automatically terminate upon the availability of community 
water supply to the lot or parcel. Upon the request of the Department or the ECO, 
the EAB may modify or rescind an order granting relief from the requirements to 
connect to a public or investor-owned community water supply under Art. 
15.B.17.H ia if conditions under which the appeal was granted no longer exist. 
Unless otherwise provided in an order issued pursuant to Art. 15.B.17.H 48, 

, relief granted under this 
Article shall automatically lapse if action for which the appeal was granted has 
not been initiated within one year from the date of granting such appeal by the 
EAB or, if judicial proceedings to review the EABs decision shall be instituted, 
from the date of entry of the final order in such proceedings, including all 
appeals. 
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STATE OF FLORIDA, COUNTY OF PALM BEACH 
I, SHARON R. BOCK, Clerk 
certify this to be a true ¢ nd correc 


4 200 
filed in my office on Lt 


dated at West Paim Beach, FL on ENEI 
By: Wie £5 Air 
7 Deputy Clerk 
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